22

and ene

LEGACY STEEL DOOR STYLES
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7 YEAR FINISH WARRANTY*

1t addition

See pages 28-89 for glass availability.

CUSTOMIZE B OTH SIDES

exiured Stea! Indicated Legacy Steel doors are

Ld
‘-9 available as an Impact Shield Preduct.

with High-Definition Ermbossing

NOT tested for Certified Wind Load regions
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Entry System U-Factor: As low a= 17 (Tested to NFRC

specifications for 2 & pane! doar with wood trame)

*  Warranty time pericd may be limited in extrerme
applications, See warranty for details
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Legacy Construction

Composite top endcaps
increasse rigidity and
energy efficiency.

Special adhesives/thermal
barrier reduce heat and
cold transfer, while our
exclusive tab and slot system
of mechanical interlocks
gives the door excapticnal

ProVia doars are foam structural strength

filled by a computer

driven process that ensures

the aptimal foam fill for
maximum enargy efficiency
and strength.

The edges and face skin Ta reinforce the lack and
of aurstesl doors are one deadbolt ares, we add a rigid
continuous piece of steel compeosite lock block to all of
for strength and durability. our steel doors,

Qur 20-gauge steel doors give you
49% more galvannealed steel
thar a standard 24-gauge door.

Plugless Window Trim is
aptional on Legacy Steel
(s22 Price List for

available styles)

Composite hottem
endeaps increase rigidity
and energy efficiency
Legacy stesl entry systams come
standard with zn anodized
nickel threshold with a
complementary riser.




